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SWT’s filter systems provide an assortment of point-of-use 
filtration methods designed to fit the varying needs of individual 
water supplies. SWT prides itself in providing simple, easy to 
service, filter systems that are both tailored to individual budgets, 
and effective in treating specific problems in drinking water. The 
optional ultraviolet sterilization chamber is an ideal, chemical free 
way of treating bacteria, viruses, and other microorganisms.

•	Optional 30,000 µw sec/cm2 UV	 •	Multiple filtration options

•	 Installation hardware included	 •	Long reach faucet

•	No storage tank	 •	1 gpm flow rate

Series 200 Series 300

Series 200-UV Series 300-UV

Model
Number Description Faucet Weight

Lbs.

210
Filter 1:  10 Micron String Wound Sediment Cartridge
Filter 2:  Granular Activated Carbon Cartridge

Long Reach 12

210-UV Same as above with Ultraviolet Chamber Long Reach 14

220
Filter 1:  5 Micron Sediment Cartridge Depth Filtration
Filter 2:  10 Micron Carbon Block Cartridge

Long Reach 12

220-UV Same as above with Ultraviolet Chamber Long Reach 14

230
Filter 1:  5 Micron Sediment Cartridge Depth Filtration
Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge

Long Reach 12

230-UV Same as above with Ultraviolet Chamber Long Reach 14

240
Filter 1:  10 Micron Carbon Block Cartridge
Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge

Long Reach 12

240-UV Same as above with Ultraviolet Chamber Long Reach 14

310
Filter 1:  25 Micron String Wound Cartridge
Filter 2:  5 Micron Sediment Cartridge Depth Filtration
Filter 3:  Granular Activated Carbon Cartridge

Long Reach 15

310-UV Same as above with Ultraviolet Chamber Long Reach 18

320
Filter 1:  25 Micron String Wound Cartridge
Filter 2:  5 Micron Carbon Soft Block Cartridge
Filter 3:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge

Long Reach 15

320-UV Same as above with Ultraviolet Chamber Long Reach 18

330
Filter 1:  5 Micron Sediment Cartridge Depth Filtration
Filter 2:  5 Micron Carbon Block Cartridge
Filter 3:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge

Long Reach 15

330-UV Same as above with Ultraviolet Chamber Long Reach 18

340
Filter 1:  5 Micron Sediment Cartridge Depth Filtration
Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge
Filter 3:  0.5 Micron Absolute Rated Cleanable Carbon Block Cartridge

Long Reach 15

340-UV Same as above with Ultraviolet Chamber Long Reach 18

SWT Drinking Water Filtration Systems

International voltages available at additional cost. Contact your SWT representative for details.
Additional cartridges available for custom systems. Contact your SWT representative for details.
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Part Number Description
Quantity
per Case

All Models

YH10042 Long Reach Faucet: Brushed Nickle Finish, Ceramic Valve Design —

GJ-PPASV121208 Angle Stop Adapter Valve: 3/8 Male Compression x 3/8 Female Compression x 1/4 Tube —

GJ-CI3208U7S Faucet Connector: 1/4 Tube x 7/16-24 UNS —

GJ-PP480822W Fixed Elbow: 1/4 Tube x 1/4 Thread NPTF —

UV Models

SWT15001 Ultraviolet Lamp —

210 Models

NU61110 Filter 1:  10 Micron String Wound Sediment Cartridge 30

FH66001 Filter 2:  Granular Activated Carbon Cartridge 25

220 Models

SO60005 Pre-Filter:  5 Micron Sediment Cartridge Depth Filtration 40

CB67010 Filter 2:  10 Micron Carbon Block Cartridge 12

230 Models

SO60005 Pre-Filter:  5 Micron Sediment Cartridge Depth Filtration 40

LU90010 Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge 12

240 Models

CB67010 Filter 1:  10 Micron Carbon Block Cartridge 12

LU90010 Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge 12

310 Models

NU61125 Filter 1:  25 Micron String Wound Cartridge 30

SO60005 Pre-Filter:  5 Micron Sediment Cartridge Depth Filtration 40

FH66001 Filter 3:  Granular Activated Carbon Cartridge 25

320 Models

NU61125 Filter 1:  25 Micron String Wound Cartridge 30

CB67005 Filter 2:  5 Micron Carbon Block Cartridge 12

LU90010 Filter 3:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge 12

330 Models

SO60005 Pre-Filter:  5 Micron Sediment Cartridge Depth Filtration 40

CB67005 Filter 2:  5 Micron Carbon Block Cartridge 12

LU90010 Filter 3:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge 12

340 Models

SO60005 Pre-Filter:  5 Micron Sediment Cartridge Depth Filtration 40

LU90010 Filter 2:  1 Micron Heavy Metal/Cyst Reduction Carbon Block Cartridge 12

XK78003 Filter 3:  0.5 Micron Absolute Rated Cleanable Carbon Block Cartridge 20

Replacement Parts


