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S T R I N G  W O U N D  S E D I M E N T  C A R T R I D G E S

These string wound cartridges are available in a variety of materials and sizes. 
They are designed to meet the competitive market requirements for an economy 
weight and diameter wound filtration element. They will satisfy desires for longer 
life and improve the cost of filtration. They are ideal for sediment reduction — 
including sand, silt, scale, and rust particles.

*  �These cartridges are manufactured with an industrial grade of polypropylene. For an FDA grade of polypropylene, please contact your SWT 
representative for a quotation.

Above cartridges are also available in other materials with a variety of core materials. Please contact your SWT representative for details and pricing.

Part Number Description Micron
(Nominal)

Case
Qty

Weight
Lb

Cubic
Feet

String Wound Sediment Cartridges, 2.5 x 4.875 inch, to fit most standard 5 inch housings
NU51100 Polypropylene* with Polypropylene Core 0.5 30 7 0.9

NU51101 Polypropylene* with Polypropylene Core 1 30 7 0.9

NU51105 Polypropylene* with Polypropylene Core 5 30 7 0.9

NU51110 Polypropylene* with Polypropylene Core 10 30 7 0.9

NU51125 Polypropylene* with Polypropylene Core 25 30 7 0.9

NU51150 Polypropylene* with Polypropylene Core 50 30 7 0.9

NU51200 Bleached Cotton with Polypropylene Core 0.5 30 7 0.9

NU51201 Bleached Cotton with Polypropylene Core 1 30 7 0.9

NU51205 Bleached Cotton with Polypropylene Core 5 30 7 0.9

NU51210 Bleached Cotton with Polypropylene Core 10 30 7 0.9

NU51225 Bleached Cotton with Polypropylene Core 25 30 7 0.9

NU51250 Bleached Cotton with Polypropylene Core 50 30 7 0.9

NU51300 Polyester with Polypropylene Core 0.5 30 7 0.9

NU51301 Polyester with Polypropylene Core 1 30 7 0.9

NU51305 Polyester with Polypropylene Core 5 30 7 0.9

NU51310 Polyester with Polypropylene Core 10 30 7 0.9

NU51325 Polyester with Polypropylene Core 25 30 7 0.9

NU51350 Polyester with Polypropylene Core 50 30 7 0.9

String Wound Sediment Cartridges, 2.5 x 9.875 inch, to fit most standard 10 inch housings   (Continued on next page)

NU61100 Polypropylene* with Polypropylene Core 0.5 30 15 1.3

NU61101 Polypropylene* with Polypropylene Core 1 30 15 1.3

NU61105 Polypropylene* with Polypropylene Core 5 30 15 1.3

NU61110 Polypropylene* with Polypropylene Core 10 30 15 1.3

NU61125 Polypropylene* with Polypropylene Core 25 30 15 1.3

NU61150 Polypropylene* with Polypropylene Core 50 30 15 1.3



S A F E  W A T E R  T E C H N O L O G I E S ,  I N C .
9 9 6  B L U F F  C I T Y  B O U L E V A R D ,  E L G I N ,  I L  6 0 1 2 0  U S A

T E L E P H O N E  8 4 7  8 8 8  6 9 0 0  •  F A C S I M I L E  8 4 7  8 8 8  6 9 2 4
E  M A I L :  i n f o @ s w t w a t e r . c o m  •  W E B  S I T E :  w w w . s w t w a t e r . c o m

FORM 1147
EFFECTIVE

FEBRUARY 2003

S e d i m e n t  C a r t r i d g e s

S T R I N G  W O U N D  S E D I M E N T  C A R T R I D G E S

Part Number Description Micron
(Nominal)

Case
Qty

Weight
Lb

Cubic
Feet

String Wound Sediment Cartridges, 2.5 x 9.875 inch, to fit most standard 10 inch housings  (Continued from last page)

NU61200 Bleached Cotton with Polypropylene Core 0.5 30 15 1.3

NU61201 Bleached Cotton with Polypropylene Core 1 30 15 1.3

NU61205 Bleached Cotton with Polypropylene Core 5 30 15 1.3

NU61210 Bleached Cotton with Polypropylene Core 10 30 15 1.3

NU61225 Bleached Cotton with Polypropylene Core 25 30 15 1.3

NU61250 Bleached Cotton with Polypropylene Core 50 30 15 1.3

NU61300 Polyester with Polypropylene Core 0.5 30 15 1.3

NU61301 Polyester with Polypropylene Core 1 30 15 1.3

NU61305 Polyester with Polypropylene Core 5 30 15 1.3

NU61310 Polyester with Polypropylene Core 10 30 15 1.3

NU61325 Polyester with Polypropylene Core 25 30 15 1.3

NU61350 Polyester with Polypropylene Core 50 30 15 1.3

String Wound Sediment Cartridges, 2.5 x 19.75 inch, to fit most standard 20 inch housings
NU71100 Polypropylene* with Polypropylene Core 0.5 15 15 1.3

NU71101 Polypropylene* with Polypropylene Core 1 15 15 1.3

NU71105 Polypropylene* with Polypropylene Core 5 15 15 1.3

NU71110 Polypropylene* with Polypropylene Core 10 15 15 1.3

NU71125 Polypropylene* with Polypropylene Core 25 15 15 1.3

NU71150 Polypropylene* with Polypropylene Core 50 15 15 1.3

NU71200 Bleached Cotton with Polypropylene Core 0.5 15 15 1.3

NU71201 Bleached Cotton with Polypropylene Core 1 15 15 1.3

NU71205 Bleached Cotton with Polypropylene Core 5 15 15 1.3

NU71210 Bleached Cotton with Polypropylene Core 10 15 15 1.3

NU71225 Bleached Cotton with Polypropylene Core 25 15 15 1.3

NU71250 Bleached Cotton with Polypropylene Core 50 15 15 1.3

NU71300 Polyester with Polypropylene Core 0.5 15 15 1.3

NU71301 Polyester with Polypropylene Core 1 15 15 1.3

NU71305 Polyester with Polypropylene Core 5 15 15 1.3

NU71310 Polyester with Polypropylene Core 10 15 15 1.3

NU71325 Polyester with Polypropylene Core 25 15 15 1.3

NU71350 Polyester with Polypropylene Core 50 15 15 1.3

*  �These cartridges are manufactured with an industrial grade of polypropylene. For an FDA grade of polypropylene, please contact your SWT 
representative for a quotation.

Above cartridges are also available in other materials with a variety of core materials. Please contact your SWT representative for details and pricing.


