
L E V E L I N G  A N D  A L I G N M E N T  T O O L

S e r v i c e  To o l s

S A F E  W A T E R  T E C H N O L O G I E S ,  I N C .
9 9 6  B L U F F  C I T Y  B O U L E V A R D ,  E L G I N ,  I L  6 0 1 2 0  U S A

T E L E P H O N E  8 4 7  8 8 8  6 9 0 0  •  F A C S I M I L E  8 4 7  8 8 8  6 9 2 4
E  M A I L :  i n f o @ s w t w a t e r . c o m  •  W E B  S I T E :  w w w . s w t w a t e r . c o m

FORM 1509
EFFECTIVE

DECEMBER 2022

Tank Leveling and Control Valve Alignment Tool  

For Use with 4 inch Top Tanks 

(P/N LC-D1307)

This installation tool will assist in properly aligning the face 

of the control valve and leveling the tank.

DIRECTIONS FOR USE

Step 1

Thread the Leveling and Alignment Tool onto the control valve. Make 

note of the number that is facing the front of the control valve.

Step 2

Unthread the Leveling and Alignment Tool from the control valve and 

thread it onto the tank that the control valve will be paired with. On 

the Leveling and Alignment Tool, locate the number that was facing 

the front of the control valve and rotate the tank so that number is 

facing the direction you want the front of the tank to be.

Step 3

Level the tank using the four bubble levels built into the Leveling and 

Alignment Tool.

Remove the Leveling and Alignment Tool from the tank.


